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Characteristics Operation Instruction
1.High-power Li-ion battery with the capacity up 1.Pull out the adapter power plug from the DC jack of
to 65Wh. battery.
2.Intelligent Li-ion battery applies to HDV camera. 2.Insert the battery into the battery holder of equipment.
3.Built-in 4-level LED power indicator shows 3.Insert the adapter power plug into the input adapter
accurately the remaining battery capacity. socket of equipment as power supply.
4 .Built-in Power Tap connector for camera light. 4.When use camera light or other equipment, open the
5.Built-in multiple protective circuit design to prevent rubber cover at Power Tap output socket and insert the
over charge, over discharge,over current, short Power Tap connector of other equipment into the socket.
circuit, etc. Please cover the Power Tap output socket with rubber
cover after use for dust prevention.
Specifications gﬂ‘—’ ——Adapter Power Plug

1.Nominal voltage:14.8v [

2.Nominal capacity:4.4Ah

3.Weight:0.42KG DC Jack Of Battery—

4.Dimension:42 (W)X70(L)X94(H) (mm)

5.Maximum charging current: 3A

6.Maximum load: 55W in total, including DC in/out
and Power Tap in/out.

7.LED power indicator

LED power indicator | LED1 on| LED2 on | LED3 on | LED4 on

Available capacity 25% |25%-50%|50%-75%|75%-100%
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_—~Rubber Cover

Power Tap For Camera Light

Caution Polarity Of The Adapter Power Plug

1.Battery should be used in the environment . .
condit}”on& -20°C-60°C Charging Instruction
2.Keep the battery pack terminals clean

3.Keep the battery pack away from rain or moisture Charging conditions: 0°C-60°C

4.Avoid mechanical shock. 1. Original SONY BC-U1 charger

5.Never attempt to open the battery pack. (1) Do not use the PT output socket during charging

6.Never short-circuit the battery pack terminals. process.

7.Fully charged battery pack will discharge naturally, (2) Plug the adapter power into the socket of battery.
please use it as soon as it gets charged. (3) Insert the battery into slot of SONY BC-U1 charger

and start charging process according to the user's
manual of SONY BC-U1 charger.

Capacity Displaying 2. Frezzi PBC2 Dual Charger
1.A four-step LED indicates the remaining capacity (1) Do not use the Power Tap output socket during
when pressing the button "CHECK". charging process.
2.When LED indicates only one step, please charge (2) Plug the adapter power into the socket of battery.
ASAP. (3) Insert the battery into slot of Frezzi PBC2
charger and start charging process according to the
: - — Capacity Displaying Button user's manual of Frezzi PBC2.
5 ] ' 3. Frezzi PBC1 Single Charger
== _ (1) Open the rubber cover at Power Tap output socket.
| (2) Insert the Power Tap plug of charger into the PT
|

socket of battery and charge.

L




